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Data Sheet
Acoustic Panels | DECOSOFT

Description

The DECOSOFT acoustic panel is designed to meet both your
acoustic and aesthetic needs thanks to its high sound absorption
performance, durability, and elegant finish. Made of a high-density
rigid fiberglass core and covered with an acoustically transparent
fabric, it is ideal for controlling reverberation and reducing noise

in any type of environme

Technical Specifications

Features
Dimensions Upto4’'x 8
- Effectively reduces echo and reverberation.

Geometric Shapes Square, rectangular, hexagonal, circular,

CUGEERED - Improves speech intelligibility and acoustic
Thicknesses 25 mm (1"), 50 mm (2") et 75 mm (3") comfort.
Core Rigid fiberglass with a white fiberglass . |

mat facing - Wide selection of colors

i i3 3

Density 6 Ibs/pi® (96 kg/m?) Y e nad
Finish Guilford of Maine acoustic fabric:

Whisper 1240, FR701, Anchorage 2335 1 .
Applications
Edge Detail Square, chemically hardened with a

harsiEes of S8miTthe EEEslscall Ideal for spaces requiring controlled acoustics:

Corners Square or rounded .

q - Offices and open-space areas.
Mounting Wall mounting brackets (impalers),

Z-Clips, or suspension cables - Conference rooms and learning spaces.
Fire Rating ASTM E84, UL 723, CAN/ULC - Cafeterias and restaurants

S102-M88 (Flame Spread: 25 / Smoke

Developed: 50
P ) - Multi-purpose rooms and other commercial

Warranty 3 years
spaces.
NRC Up to 1.15
(Noise Reduction
Coefficient)

DECO-ACOUSTIQUE Tel : (450) 966-0007 info@decoacoustique.com
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FREQUEMNCY (Hz)

THICKMESS 500 Hz 1000 Hz 2000 Hz 4000 Hz

1" {25 mm) 0.02 0.31 0.80 1.13 1.146 0.99 0.85
2" (50 mm) 0.34 0.82 1.22 . 1.1% 1.14 1.06 1.10
3" (75 mm) 0.62 1.03 1.19 1.21 1.15 1.09 1.15

The sound absorption coaffickends () comply with ASTMW CAZ23-17.
“Standard Test Maethod for Sownd Abscrption and Sownd Absorpiion Coefficiants by the Reverberation Room Method,

Whisper 1240

Choose from one of
our standard colors

o
o

Spirit Dim Silence Zen Quiet
Content 8888 1276 1279 1282 1286
53% post-consumer recycled polyester
47% polyester ’ ‘
Clean | ng COde Ambience Hush Mute Muffle Serenity

1278 1281 1284 1287 1285

Standard Care Label W-S. Clean with water based
cleaning agents, foam or pure, water free solvents.
Vacuuming or light brushing is recommended to
prevent dust and soil buildup. May also be disinfected =
with hydrogen peroxide, alcohol, and quaternary Tranquility Stillness Lull Cloud Shadow
ammonium (quat) based cleaners. 1280 1283 1289 1268 130

Proudly woven in North America supporting our
local communities. Reserve Baffle Placid Secret Mystery
1290 1292 1294 129% 1299

aGuilford of Maine

Collection

Peep Mellow Chant Mum
1291 1293 1295 1297

DECO-AFDUSTIQUE Tel : (450) 966-0007 info@decoacoust-

WTEGREX LF LFNCE A WOTRE DECO



