DECO-ACOUSTIQUE

INTEGREZ LE SILENCE A VOTRE DECO

INSTALLATION GUIDE
ACOUSTIC WALL PANELS | DECOSOFT

Site Preparation

To ensure optimal installation and preserve the appearance of the acoustic panels, it is highly recommended to carry out
the installation only after all construction, renovation, painting, and finishing work is completed. Acoustic panels must be
installed in a clean, dry, and dust-free environment to prevent damage, staining, or particle accumulation on the fabric.

Déco-Acoustique cannot be held responsible for any damage or soiling caused by work performed after the panels have
been installed.

Pre-Installation Inspection

. Verify that all panels are free from damage.

. Check that the number of panels received matches the order.
. Ensure all suspension kits/mounting hardware are present.

. Report any damage prior to starting the installation.

Safety & Preparation

- Wear clean gloves to avoid dirtying the panels.
- Use safety glasses when drilling.
- Check for the absence of electrical cables or conduits in the wall before any fastening.

- Recommended tools: Bubble or laser level, measuring tape, drill-driver, pencil, stable stepladder.
- Recommended: 2 people for large panels (>23” x 47”).
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Determine the layout of your panels (vertical or horizontal) and the exact location where each panel will be mounted to the wall.
Lightly mark the location of the lower left and right corners of the panel.

Determine the location and number of required impalers by referring to the panel diagrams on pages (4-5-6).

Secure the impalers to the wall using appropriate screws and anchors suited for the wall type: drywall (gypsum),

concrete, wood, etc.

& Impalers must be installed perfectly level with the prongs/points facing upward. Incorrect orientation will compromise
the structural hold of the panel.
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+ Position the panel on the wall using the guide marks previously traced, then press firmly downward and inward to allow
the prongs of the impaler to pierce and embed into the back of the panel.

+ Using a level, verify that the panel is perfectly straight and make any necessary adjustments.
Repeat the sequence for the remaining panels.
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Impaler placement according to panel shapes and dimensions.

Square / Rectangular Panels
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Circular Panels
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Hexagonal Panels
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Maintenance

. It is recommended to use a vacuum cleaner or a soft-bristle brush to prevent
dust or dirt accumulation.

. Avoid any contact with sharp or abrasive objects.

Need Help ?

(L) 450-966-0007

@ info@decoacoustique.com
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